PULL
DIRECTION

ELASTIC HANDLE INSTALLED
AT FORWARD END OF
EXTENDED START ROPE, NO
SLACK. USE STRONG PULLEY
(EXAMPLE: HARKEN BULLET
BLOCK 29MM #082) WITH

1/8 QUICKLINK.

STARTER PULLEY FORWARD FIXTURE,
FROM INSET BELOW, INSTALL WITH RIVETS

ENGINE PULL START ROPE EXTENSION,
ABOUT 20 INCHES, USE CONTROL TYPE
LINE, AS PER B4A7, SPLICED ONTO
ENGINE PULL START ROPE (NYLON LINE).
SPLICE KNOT SERVES AS LINE STOP TO
ASSURE SHORT PULL.

~—1/4 DIAM. HOLE
=0 T
O O O
174 R, 3
PLACES

1/8 DIAM. HOLE 4 PLACES

STARTER PULLEY FORWARD FIXTURE,
MAKE FROM 3/4 X 3/4 X 1/8 ALUM.
ANGLE, 2-1/2 IN. LONG

THE INLET SILENCER REQUIRES ANTI-VIBRATION
SUPPORT FROM THE AIRFRAME TO PREVENT
EXCESSIVE STRESS ON THE RUBBER BOOT
WHICH SECURES IT TO THE CARBURETOR. THE
SUPPORT LINE (BUNGEE CORD) ALSO MUST
RETAIN THE INLET SILENCER BULB IF IT BREAKS
OFF THE ENGINE SO THAT IT DOES NOT GO INTO
THE PROPELLER.

SAME VIEW AS B4E1,
SIMPLIFIED FOR CLARITY
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