FORWARD STRUT
TUBE, 3/4 X .058 X 24,

SPACER ON WHEEL AXLE, ABOUT
1INCH, FOR CLEARANCE OF
STRUTS FROM TIRE, 4 PLACES

WHEEL AXLE BRACKET,
8 TOTAL, FROM INSET
AT RIGHT

SIDE STRUT EYEBOLT,
AN42B-12A, ONLY ON
INSIDE FORWARD STRUT,
SEE B4S9, 2 TOTAL

STANDARD BICYCLE
3/8 IN. AXLE NUT,
4 PLACES TOTAL

j STRUT BRACKET FROM B4E3, TOTAL OF 4 ( ONE EACH END OF SIDE STRUT)

BOTH SIDES, 4 TOTAL

VIEW IN PLANE OF
REAR WHEEL STRUTS

WHEEL STRUT BRACE, FROM INSET AT
RIGHT, SECURED ONTO WHEEL STRUT
TUBES WITH SMALL HOSE CLAMPS,
CLEAR OF TIRES, ONE EACH SIDE

VIEW IN PLANE
OF FORWARD
WHEEL STRUTS

SLIGHT OUTWARD BEND IN STRUT TUBE,
LARGE RADIUS, AS REQUIRED TO CLEAR
ROLLING WHEEL

STRUT BRACKET FROM B4E3, TOTAL OF 8 ON
FRONT AND REAR STRUTS, SLIGHTLY BENT
AS SHOWN FOR ATTACHMENT TO WING

AN3-12A BOLT, 30 TOTAL

REAR STRUT TUBE, 3/4 X .035
X 32-5/8, BOTH SIDES, 4 TOTAL

=

WHEEL STRUT BRACE, T
1/2 X 1/8 BAR, 6-1/4 IN.
LONG, ROUNDED Z\ﬁ%UT
ENDS, MAKE 2
BEND ENDS l
FLUSH TO j
WHEEL STRUTS

~ w0

[
3/8 DIAM.
HOLE =1

Dip o

38R, 2

PLACES 3/16 DIAM.
HOLE, 2
PLACES

WHEEL AXLE BRACKET,
3/4 X 1/8 ALUM. BAR.
2-3/4 IN. LONG, MAKE 8

12 TYP. —f |
B

18

Y

\—LANDING GEAR SIDE STRUT TUBE, 3/4 X .035 X 33, ADJUST FINAL LENGTH OF
ASSEMBLY TO SET WHEELS NEAR VERTICAL WHEN AIRPLANE IS ASSEMBLED.

B4510

¢ © 9

© ©]o)

LANDING GEAR SIDE STRUT, 3 VIEWS, MAKE 2 STRUTS TOTAL, SEE B4S9

STINGRAY BMX
WHEEL STRUTS
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