NOSE MAIN FRAME, SEEN FROM
Tt
STICK ASSEMBLY

FROM B4N9 & B4N4

RUDDER RETURN BUNGEE,
3/16 IN. ELASTIC SHOCK
CORD, TENSION FROM PEDAL
TO CENTER LINE BOLT
FORWARD, ONE PER PEDAL

LELEVATOR TRIM BUNGEE, 3/16 IN. ELASTIC SHOCK CORD, TENSION SO THAT
ELEVATOR RESTS IN NEUTRAL POSITION WHEN PLANE IS ON THE GROUND
(BUNGEE HOLDS UP ELEVATOR). TIE TO LOWER STICK FITTING, TENSION
TO FORWARD CENTER LINE BOLT.

FORWARD UPPER SWEEP CABLE, PER B4AG & B4AS.
CABLES CROSS OVER AND ATTACH TO WING UPPER
CENTER SECTION, SEE B4W10 & B4N14

ALL 4 CONTROL LINES PASS ABOVE
JOINED SEAT BELT ENDS

RUDDER ASSEMBLY, MOUNTED
ON RUDDER TUBE, FROM B4N8

SAME AREA AS ABOVE, SEEN FROM
ABOVE, SIMPLIFIED FOR CLARITY,
TRIM BUNGEE NOT SHOWN

ULTRALIGHT

CENTER SECTION LEADING EDGE TUBE. OSE SECTIO BLOOP 4
S o B4N13 gONERgL-II_-IINES AI::ANE
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