RUDDER UPPER HINGE VERTICAL STABILIZER
BOLT, SEE INSET FROM B4T15

-1
-«——— RUDDER FROM B4T1, FABRIC COVERED J
AS PER METHOD OF B4A10 @

N
G© ©®

o, DETAIL OF VERTICAL FABRIC GAP
V4 COVER, SHOWN FROM ABOVE

RUDDER UPPER HINGE BOLT,
AN3-6 BOLT (DRILLED), WITH
AN310 CASTLE NUT

& COTTER PIN

APPLY GAP COVER FROM RUDDER
TO VERTICAL STABILIZER TO SEAL
GAP BETWEEN PANELS. MAKE COVER

- - FROM SMALL PANELS OF INSIGNIA TRIM ROUNDED ENDS OF
- - _F CLOTH, SEE INSET AT RIGHT BRACKETS FOR CLEARANCE
- // FROM RUDDER EYEBOLT
_— e FLANGE AS NEEDED

RUDDER LOWER HINGE
BOLT, SEE INSET

TRIM TAB, BALSA WOOD
— SLAT 18 X1.25 X 1/8,
ATTACH IN NEUTRAL

RUDDER LOWER HINGE BOLT,
AN3-14 BOLT (DRILLED), WITH
AN310 CASTLE NUT

POSITION WITH INSIGNIA & COTTER PIN

CLOTH FOR INITIAL FLIGHTS, TAIL AREA INCLUDING RUDDER

ADJUST AS REQUIRED ATTACHED TO VERTICAL STABILIZER

TO NEUTRALIZE TURN TRIM WITH GAP COVER, SEEN FROM RIGHT VIEWS FROM RIGHT SIDE

(AT CRUISE AIRSPEED OF RUDDER AXIS HINGE BOLTS

WITH FEET OFF THE
PEDALS) IF DESIRED

VERTICAL TAIL  swoors | swvon
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