DRILL & FILE 1/4 X 1/2 SLOT IN ENGINE
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THROTTLE QUADRANT, SINGLE ARM,
WITH FRICTION ADJUSTMENT KNOB,
(EXAMPLE: CALIFORNIA POWER
SYSTEMS NO. 8107)

THROTTLE CABLE, 1.5 MM,
WITH END SWAGE, (EXAMPLE:
CALIFORNIA POWER SYSTEMS
NO. 7407, 10 FEET LONG,),

INSTALL INSIDE CABLE HOUSING
ROUTED FROM CARBURETOR TO
THROTTLE QUADRANT

ENGINE & SEAT,
VIEWED FROM LEFT
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THROTTLE SHEATH ADAPTED FROM GO KART THROTTLE ASSEMBLY WITH
END FITTINGS SWAGED ONTO SHEATH, EXAMPLE: "GO POWER MINI THROTTLE
CABLE 61.5". ENGINE INSTRUMENTATION & ENGINE CONTROL SYSTEM
INSTALLATIONS ARE INTENDED TO BE ENTIRELY CONVENTIONAL.

THROTTLE QUADRANT BRACE TUBE, 1/2 X .035
ABOUT 10-3/8 IN. LONG, OVALIZE & ROUND ENDS,

SECURE WITH QUADRANT BOLT AT UPPER END,

SECURE WITH SEAT BELT RETAINER BOLT AT B 4 E 1 2 THROTTLE BLOOP 4 M. SANDLIN

LOWER END. ULTRALIGHT AUGUST 16

INSTALLATION | AReLaNe 2016




