RUDDER ASSEMBLY

FROM B4N7, ONE
OF TWO

RUDDER CONTROL
LINE PER B4A7,
ON RIGHT & LEFT
PEDAL, SEE B4N13

AN42B-12A EYEBOLT,
2 PLACES PER PEDAL

RUDDER PEDAL HINGE AXIS BOLT, AN3-42
‘ BOLT (DRILLED), WITH AN310-3
CASTELLATED NUT & AN310-134 COTTER
PIN, LOOSE ASSEMBLY TO ALLOW FREE
ROTATION, 1 PER PEDAL, (DO NOT USE 2
SHORTER BOLTS AS A SUBSTITUTE FOR
THIS LONG AXIS BOLT BECAUSE EYEBOLTS
MUST BE KEPT FROM ROTATING.)
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RUDDER PEDAL
ATTACHMENT,

SAME AREA AS ABOVE,
VIEWED FROM ABOVE
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3/16 DIAM. HOLE, 4 PLACES

ELEVATOR CONTROL STICK PLATE, 2-1/2 X4 X 1/8 ALUM. PLATE,

1/4 R AT CORNERS, 3/4 IN. DIAM. LIGHTENING HOLES, MAKE 2, SEE

B4N9

PULLEY PLATE
FROM INSET
BELOW

AN3-10A BOLT,
2 PLACES

VIEW D
FROM B4N4,
NEAR
CENTERLINE

MARINE PULLEY AS PER B4A7,
(EXAMPLE: HARKEN SINGLE

MICRO 224), 2 PLACES

PULLY RETAINER,
1/8 X 1/2 X 1-1/4
ALUM. BAR, 1/4 R
EACH END
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3/16 DIAM. HOLE,
2 PLACES

ELEVATOR CONTROL LINE
PULLEYS, FRONT SET,
SAME AREA AS AT LEFT,
VIEWED FROM ABOVE
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NOSE SECTION

3/16 DIAM. HOLE, 4 PLACES
PULLEY PLATE, 3/4 X 1/8 ALUM.

DETAILS

BAR

5IN. LONG, 3/8 R EACH END
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