TRANSLUCENT THERMOPLASTIC

FUEL TANK, 2-1/2 GALLONS

NOMINAL CAPACITY, POLYETHYLENE,
VENTED CAP, (EXAMPLE:

CALIFORNIA POWER

SYSTEMS NO. 13585) g

FUEL INLINE FILTER,
(EXAMPLE: CALIFORNIA
POWER SYSTEMS NO. 7035)

FUEL INLINE PRIMING BULB,

(EXAMPLE: AIRCRAFT SPRUCE

& SPEC. PART NO. 05-01046)

ELASTIC BUSHING FOR MOUNTING
FUEL LINE INTAKE TUBE INTO TANK
(EXAMPLE: AIRCRAFT SPRUCE

& SPEC. PART NO. 05-01039). REQUIRES
DRILLING 1/2" DIAM. HOLE IN TANK.

FUEL INTAKE TUBE, ALUMINUM, 5/16 X .049,
9-1/2 LONG, CUT EDGE SECTION AS SHOWN
ON BOTTOM END TO ASSURE FUEL DRAW,
INSERT TO BOTTOM OF TANK, OR JUST
USE FUEL LINE INSERTED INTO TANK

FUEL TANK HARNESS, NON TUBULAR
WEBBING (FLAT STRAP), 1/2 INCH
WIDE, 12 FEET LONG, SECURE
WEBBING WITH BUCKLE, TIE FUEL
TANK TO AIRFRAME MEMBERS AS
SHOWN WITH CONTROL LINE.

FUEL TANK INSTALLED ON ‘
TOP OF LOWER CENTER

FROM FRONT

SECTION WING, VIEWED Q

FUEL LINE, URETHANE, 1/4 IN. |.D. (3/8 IN. O.D.)
SEMITRANSPARENT BLUE, (EXAMPLE:

CALIFORNIA POWER SYSTEMS NO. 7011) FUEL LINE
SECURED TO FRAME TUBES WITH CONNECTS
VELCRO BANDS. TO FUEL INLET

ON CARBURETOR

FUEL TANK INSTALLED ON TOP OF LOWER CENTER

SECTION WING, VIEWED FROM LEFT
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