SIDE VIEW

ELASTIC SHOCK CORD 1/4 IN. X 36
OR 48 IN.(BUNGEE CORD), WRAPPED

SECTION VIEW AROUND SKID TUBE & BACK AROUND
FROM FRONT BOOM BOLT

SHAPING OF THE UPPER END OF THE TAIL
SKID TUBE TO CONFORM TO TAIL BOOM

2.5 MM SPECTRA LINE

OR CONTROL LINE, TIE © -
TUBE IN PLACE TO 1-1/2
ROTATE AROUND
SPACER & BOLT TAIL SKID BUNGEE RETAINERS,
1/8 OR 3/16 RIVET WITH 1/2 X 1/4
O SPACER, 2 PLACES E / / \ ! @}n

REAR END OF LOWER TAIL BOOM,

SEEN FROM RIGHT, SAME AREA TAIL SKID

AS VIEW C ON B4T15 INSTALLATION
SEEN FROM
FORWARD

SLEEVE, 7/8 X .058 X 6

TAIL SKID TUBE, 1 X .035 X 14, TRIM UPPER CORNER FOR WIDER
CONTACT WITH BOOM TUBE, OVALIZE LOWER END TO CONFORM
TO SKID SHOE

TAIL SKID SHOE, FROM
B4T14, ATTACH WITH RIVETS
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