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1/8 IN. OFFSET BETWEEN
EYEBOLTS, NOMINAL

VIEW A FROM MAIN
DRAWING AT RIGHT

SMALL HOLE IN GAP COVER
TO PASS PROTRUDING
EYEBOLT FLANGES, 3 PLACES
ON HORIZONTAL TAIL

HINGE AXIS BOLT, AN3-4

BOLT (DRILLED) WITH

AN310-3 CASTLE NUT & p
COTTER PIN, 3 PLACES e
ON HORIZONTAL TAIL yd

s FABRIC TAPE APPLIED OVER MAIN
FABRIC PER METHOD OF B4A9,
PROVIDES DOUBLE THICKNESS A
ALL EDGES WHERE THE UNSUPP
FABRIC MEETS THE SOLID AIRFRA

ORTED
AME.

FABR
FRO
SEE

IZERTO E

FABRIC PANEL GAP COVER
FROM STABILIZER TO
ELEVATOR, FULL SPAN,

NO HEAT SHRINKING

SAME AREA AS
SHOWN AT FAR LEFT,
LOOKING OUTBOARD
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HORIZONTAL TAIL ASSEMBLY, SEEN FROM ABOVE. ELEVATOR

& HORIZONTAL STABILIZER ARE BOTH COVERED WITH FABRIC,

BOTH SIDES, PER METHOD OF B4A9, THEN BOLTED TOGETHER

& BRIDGED BY A FABRIC GAP COVER TO FORM THIS ASSEMBLY.

HORIZONTAL TAIL
ASSEMBLY

BLOOP 4 M SANDLIN
ULTRALIGHT JULY 27
AIRPLANE 2019




