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RIGHT RUDDER PEDAL BASIC

RIGHT RUDDER PEDAL SEEN RIGHT PEDAL VIEWED

FRAME WITH SPACERS, SEEN

FROM REAR WITH HARDWARE FROM AIRFRAME CENTER

AN42B-20A EYEBOLT, 1 PER PEDAL, WITH 1-1/4 SPACER

AN42B-6A EYEBOLT, 2 PLACES PER PEDAL

RIGHT RUDDER PEDAL
SEEN FROM BELOW

FROM REAR
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BAR STOCK PARTS, 1/2

X 1/8 ALUM. BAR, LENGTHS

AS SHOWN, 1/4 IN. RADIUS

ON BOTH ENDS, 3/16 DIAM.
HOLE ON OR NEAR EACH END.
DRILL MIDDLE 3/16 DIAM. HOLE
IN 4 PARTS AFTER BENDING.
USE 14 PARTS TO MAKE

2 RUDDER PEDALS, 1 LEFT

& 1 RIGHT (MIRROR IMAGE).

4-1/2 IN. LONG,
MAKE 1 PER PEDAL
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11/4 DIAM. HOLE FOR BUNGEE
CORD ATTACHMENT,
SEE B4NX
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9-1/2 IN.
LONG,
MAKE 2 —=—
LESS THAN
10-1/4 IN.
LONG, DRILL
TO FIT AS
DIAGONAL
oY
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4IN.LONG,

MAKE 1 PER PEDAL
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