§3/8 R, 3 PLACES

{ 3/4 F1

K13 TO 10 DEG. BEND

E3/16 DIAM. HOLE, 3 PLACES

TUBE JOINING FLANGE,
3/4 X 3/4 X 1/8 ALUM.
ANGLE, 2-1/2 IN.LONG,
MAKE 6, 3 LEFT & 3 RIGHT,
MIRROR IMAGE PAIRS,
SEE B4E7

3/16 DIAM. HOLE,
4 PLACES, MATCH
DRILL DURING
ASSEMBLY AS
REQUIRED

3/4 DIAM. HOLES, 2
PLACES, EVEN SPACING

TUBE JOINING PLATE, 1.75 X 1/8 ALUM.
BAR, 3 IN. LONG, MAKE 2, SEE B4E7

3/16 DIAM. HOLE,
4 PLACES, MATCH
DRILL DURING
ASSEMBLY AS
REQUIRED

1/2 DIAM. HOLES, 4
PLACES, EVEN SPACING

ENGINE CAGE JOINING PLATE,

1.75 X 1/8 ALUM. BAR, 2-7/8 IN.

LONG, SEE B4ES8

L (o

3/16
DIAM.
HOLE, 2
PLACES

THROTTLE QUADRANT MOUNT

ANGLE, 3/4 X 3/4 X 1/8 ALUM. ANGLE,

1-5/8 IN. LONG, 3/8 RADIUS IN 2

PLACES, SEE B4E12, MAKE 2 RIGHT

& 2 LEFT (MIRROR IMAGE)

3/16 DIAM. HOLE,

3 PLACES 3/8 R, 2 PLACES

| &+

}<—>‘ ABOUT 2-1/8, TO MATCH PULLEY

TWIST END 45 DEGREES

RECOIL STARTER ROPE BRACKET,
3/4 X 1/8 X 4-1/4 ALUM. BAR,
SEE B4E2, MAKE ONE ASSEMBLY

o) ol

D,

ALIGN PULLEY BY CANT, BAR TWIST,
AND ROTATION TO ACHIEVE GOOD

STARTER ROPE ROUTING. EXAMPLE
PULLEY: HARKEN BULLET CHEEK
BLOCK PULLEY H092. PULLEY BOLT
HOLES MAY REQUIRE ENLARGEMENT

TO 3/16 IN. DIAM.

AN3-6A BOLT

TO THAT OF B4E2,

AN3-10A BOLT WITH SPACER

' -« BRACKET AND PULLEY ASSEMBLY
ROTATED INTO ORIENTATION SIMILAR

B4ES

ENGINE
RELATED
PARTS

BLOOP 4
ULTRALIGHT
AIRPLANE

M. SANDLIN
AUGUST 22
2016




