AN3-4A BOLT,
4 PLACES

AN3-6A BOLT,
4 PLACES

12 INCH DIAM.
BICYCLE WHEEL,
3/8 IN. DIAM. AXLE

NOSE WHEEL STRUT
ATTACHMENT BRACKET,
FROM B4N6

NOSE WHEEL STRUT SHEAR PLATE,
FROM B4N6. PLACEMENT ONTO STRUT
TUBES SET DURING ASSEMBLY ONTO
NOSE MAIN FRAME WITH WHEEL IN PLACE

NOSE WHEEL ATTACHMENT

RIVET, 16 PLACES BRACKET, FROM B4N6

NOSE WHEEL STRUT TUBE, 3/4 X .035 X 14,
OVALIZE ENDS TO ACCEPT BRACKETS, 2 PLACES

NOSE WHEEL REAR STRUT

AN3-36A BOLT,

WITH 3 SPACERS 4—€

NOSE WHEEL

VERTICAL STRUT,
FROM B4NS6, \
2PLACES—— |

it

THIS NOSE WHEEL IS ACTUALLY A SKID
BECAUSE IT DOES NOT FREELY ROTATE,
THE GROUND BRAKE IS ALWAYS ON.
BRAKING EFFECT IS PROVIDED BY A
HEAVY RUB BETWEEN THE TOP OF THE
TIRE AND THE MOUNTING CHANNELS.

SAME AREA 3/8 BICYCLE
AS AT LEFT, AXLE NUT,
VIEWED 2 PLACES
FROM

FORWARD

ASSEMBLY, VIEWED FROM BELOW

B4NS5

NOSE WHEEL
(SKID)

BLOOP 4
ULTRALIGHT
AIRPLANE
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