ASSEMBLY TO
FIT CHANNEL, INNER NOSE TUBE, 1 X .049 X 77 3 PLACES
SECURE WITH f
{ + V 0

AN3-14A BOLT,
BOTH ENDS.

4
FLATTEN END OUTER NOSE TUBE / FAIRING, WAS ROUND 1-1/2
OF NOSE TUBE 3 X .035 X 77, OVALIZED TO FIT ONTO INNER TUBE 3/16 DIAM. HOLE,
1/2 F
ERORN

S 4t

ﬂ F1 /2 RIVET, 1 EACH SIDE 1/2*{ NOSE TUBE
ABOUT 24, DETERMINE FINAL DIMENSION ASSEMBLY.
WITH NOSE TUBE IN PLACE END VIEW

NOSE TUBE ASSEMBLY, SIDE VIEW, TOP AT LEFT

FORWARD UPPER
SWEEP CABLE,
ONE PER SIDE,
CROSS OVER AT

CENTER LINE,
SEE B4A13

NOSE TUBE ASSEMBLED ONTO
NOSE SECTION, FROM INSET ABOVE

NOSE TUBE STRUT,
3/4 X .035 X 18-1/2
ALUM. TUBE, UPPER
END FITTING SIMILAR
TO NOSE TUBE REAR
STRUT, ONE PER SIDE,
SEE B4N5 & B4N6

\

FORWARD LOWER
SWEEP CABLE,
ONE PER SIDE,

SEE B4A13 &
B4N13

AN3-12A BOLT,
2 PLACES

NOSE TUBE STRUTS

SEEN FROM BEHIND

B4N14

NOSE TUBE
& SWEEP
CABLES
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NOSE SECTION SEEN FROM RIGHT




