STRUT FIXTURES AND EYEBOLTS ARE SHOWN
IN ALIGNMENT WITH AIRFRAME BUT THE ACTUAL
POSITIONS ARE SHOWN BY THE INSET AT RIGHT.

LEFT WING OUTBOARD STRUT
ASSEMBLY 1 X .035 X 55

ALUM. TUBE, FAIRINGS AS PER
INSETS AT RIGHT. 2 PLACES

LEFT WING OUTBOARD FRAME,
SECTION VIEW IN PLANE OF
OUTBOARD STRUTS, SEEN FROM
OUTBOARD WITHOUT WING TWIST

NOTE:THE OUTBOARD STRUTS HAVE
NO CROSSBRACING CABLES

THE BEST ALIGNMENT BETWEEN THE EYEBOLTS AND THE STRUT FIXTURES
WILL RESULT FROM THE ROTATED POSITIONS SHOWN. THE EYEBOLTS ARE
ROTATED TO MATCH THE FIXTURE POSITIONS.

THE TOP STRUT
FIXTURES ARE
ROTATED 45
DEGREES

BACK FROM
OUTBOARD.

THE LOWER STRUT FIXTURES
ARE ROTATED 45 DEGREES
FORWARD OF OUTBOARD.

8 INCH STAGGER

LEFT WING
OUTBOARD
INTERPLANE
STRUT,
SEEN FROM
FRONT,
RIGHT SIDE
OUTBOARD
STRUT IS
SIMILAR
(MIRROR
IMAGE).
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BOLT,
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END
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FILL WITH LIGHT CONSTRUCTION
SPAKLE, SAND TO CONTOUR,
PAINT OR SMEAR WITH EPOXY

STRUT TUBE

WIND
DIRECTION

BALSA WOOD SLAT, 1 TUBE
DIAMETER X 1/4 TUBE DIAMETER,
SECURE WITH FLEXIBLE
ADHESIVE OR EPOXY,

TYPICAL STRUT FAIRING, APPLY TO
ALL EXPOSED ROUND TUBING THAT
IS MORE THAN 45 DEGREES ACROSS
THE WIND
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OUTBOARD INTER-
PLANE STRUTS
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