WHEEL STRUT BRACE, FROM INSET ABOVE, SECURE

TO SPAN STRUTS, USE 2 SMALL HOSE CLAMPS

REAR LANDING GEAR STRUT TUBE,
3/4 X .035 X 41-3/4, MAKE 4

F1 12

REAR LANDING GEAR STRUT,
ROTATED VIEW OF OVALISED
END, SIMILAR TO HORIZONTAL
LOWER MOTOR MOUNT BRACE
OF BBC10

AIRCRAFT

REAR LANDING GEAR STRUTS,

FORWARD

SEEN FROM ABOVE, SEE BBC11

S

SLIGHT BEND ﬁ

3/8 DIAM. ‘ &1 ﬂ
HOLE

e P

PLACES

3/16 DIAM. HOLE,
2 PLACES

WHEEL AXLE BRACKET, 3/4 X 1/8 ALUM. BAR
2-3/4 IN. LONG, MAKE 8, SEE MAIN DRAWING
ABOVE & BBC12

BEND ENDS FLUSH
TO WHEEL STRUTS

WHEEL STRUT BRACE, 1/2 X 1/8 BAR,
5 IN. LONG, ROUNDED ENDS, MAKE 2,
SEE MAIN DRAWING ABOVE

AN3-12A BOLTS, 4 PLACES

WHEEL AXLE BRACKET, FROM
INSET BELOW, 2 PLACES

3/8" BICYCLE AXLE NUT, BOTH SIDES,
WITH SPACERS ON AXLE FOR STRUT
POSITION ADJUSTMENT

BBC13

LANDING GEAR
REAR STRUTS
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