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REAR STARTER PULLEY, SINGLE BLOCK (EXAMPLE: HARKEN SINGLE MICRO 224)
WITH 1/8 QUICK LINK (MAILLON), 5/8 IN. WASHER, AND AN3-16A BOLT. REAR STARTER
PULLEY IS ATTACHED ON THE INSIDE OF THE RIGHT HAND UPPER VERTICAL

MOTOR BRACE

SPLICE KNOT TO EXTEND EXISTING NYLON STARTER
ROPE, EXTENSION CAN BE MARINE SYNTHETIC

LINE, ADD LARGE WASHER OR ROPE STOPPER BALL
TO KEEP KNOT OUT OF PULLEY-

\
VIEW A, SEE

INSET BELOW =~ - _ -
VIEW A

STARTER ROPE FROM
IN REST POSITION, ABOVE

PART OF ENGINE

FOREWARD STARTER
PULLEY, SAME PULLEY/
MAILLON ASSEMBLY AS
REAR STARTER PULLEY

PULL TO START ENGINE. USE
ROPE STOPPER BALL, (EXAMPLE:
RONSTAN 5/8 DIAM., MARINE
RIGGING TYPE) FOR EASY
RELEASE IN CASE OF

SUDDEN BACK PULL

SPACER,
FUEL LINE,
4 IN. LONG

ENGINE NEAR CENTERLINE WITH NOSE TUBE,

SAME VIEW AS BBE1, VIEWED FROM RIGHT
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