THROTTLE KNOB IS BLACK
(AIRCRAFT STANDARD)

VIEW A FROM BELOW
BUT SEEN FROM
FORWARD

VIEW A
FROM
BELOW,
SIMPLIFIED

SIDE PLATES OF THROTTLE QUADRANT CAN BE CUSTOMIZED FOR
ACCESS AND TO ALLOW MODIFICATION FOR MINIMAL CABLE THROW

Al
& d c
QUADRANT MOUNTANE/ 3/8 ﬂ }*

FROM BBES5, 4 PLACES

AN3-20A BOLT,
6 PLACES

ENGINE & SEAT, THROTTLE QUADRANT, SINGLE ARM,

mﬂ WITH FRICTION ADJUSTMENT KNOB,

VIEWED (EXAMPLE: CALIFORNIA POWER

FROM LEFT SYSTEMS NO. 8107), CUSTOMIZED
THROTTLE CABLE (INSIDE SHEATH),
1.5 MM, WITH END SWAGE, (EXAMPLE:
CALIFORNIA POWER SYSTEMS
NO. 7407, 10 FEET LONG,), INSTALL

— | < INSIDE CABLE HOUSING (SHEATH)
~ VIEW A, ROUTED FROM CARBURETOR TO
/ SEE THROTTLE QUADRANT
INSET
/ THROTTLE CABLE HOUSING WAS CUT TO LENGTH FROM A GO KART

THROTTLE ASSEMBLY, PROVIDING A FITTING SWAGED ONTO ONE END OF
THE SHEATH. THE OTHER END WAS CUT TO DESIRED LENGTH. (EXAMPLE:
"GO POWER MINI THROTTLE CABLE 61.5". ENGINE INSTRUMENTATION & ENGINE
CONTROL SYSTEM INSTALLATIONS ARE INTENDED TO BE ENTIRELY CONVENTIONAL. A%\

h THROTTLE
BBE4 INSTALLATION | areiane | 202




