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ENGINE MOUNTED

ON CENTER SECTION
SUPPORT STRUCTURE,
VIEWED FROM RIGHT

ATOM 80 UPPER ISOLATORS ARE WRAPPED
WITH WEBBING AS A BACKUP ENGINE
ATTACHMENT. TO COMPENSATE FOR THE
ADDED THICKNESSS, AND ALLOW THE ENGINE
TO BE SHIMMED INTO A VERTICAL POSITION,

| HAVE ADDED SPACER WASHERS NEXT TO
THE LOWER ISOLATORS (SEE BELOW)

SHOCK & VIBRATION ISOLATOR

ENGINE MOUNT, MOSTLY NEOPRENE,
WITH THREADDED STUD AND INSERT,
PART OF THE ENGINE

SPACER WASHERS

N TO SHIM THE ENGINE
INTO A VERTICAL
POSITION, 2 PLACES
ON LOWER ISOLATORS

SEE INSERT

ITTORAZI ATOM 80
(80 CC DISPLACEMENT) SINGLE
CYLINDER 2 STROKE PARAMOTOR
ENGINE WITH HELIX 1.3 METER
DIAMETER CARBON COMPOSITE
PROPELLER. THE INTENTION OF THE

VIEW A,
FROM MAIN
VIEW AT LEFT

it

8 MM BOLT. SPACER
WASHERS POSITION
THE BOLT SO IT
DOES NOT BOTTOM
OUT IN THE
THREADDED
INSERT OF THE
ISOLATOR.

4 PLACES

ENGINE PLACEMENT IS THAT THE ENGINE
THRUST SHALL BE STRAIGHT BACK AND
HORIZONTAL. THE PROPELLER TIP RADIAL
CLEARANCES WILL BE ABOUT EQUAL ON TOP

BBE1

AND BOTTOM, AT LEAST 1.5 INCHES.
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