— r
THE FORWARD ENDS OF THE OUTBOARD ]
LOWER SIDE TUBES OF THE CENTER SLEEVE,
SECTION HAVE ONE INNER SLEEVE AND é 7/8 X.058 X 2
TWO OUTER SLEEVES AS SHOWN. THE ‘
INTENTION IS TO SUSTAIN VERTICAL = \ H—L
O

crsc e cTr (G g v 0 o, o v
FIXTURE) FROM BBW6 | o
J 1/8 SPACER (WASHERS) ON BOLT, 3 PLACES

LANDING LOADS BETWEEN THE FORWARD 1/4 SPACER ON BOLT
CENTER SECTION STRUT FIXTURES AND THE

FORWARD LANDING GEAR STRUT FIXTURES.
LANDING GEAR STRUT

FIXTURE, FROM BBCA1
SLEEVE, 1-1/4 X .049 X 3
O
O /—SLEEVE, 1-1/8 X .058 X 4

FRONT WING STRUT ATTACHMENT FIXTURE, SEE BBC2 e

@) SAME AREA AS VIEW (A) AT
LEFT, SEEN FROM OUTBOARD ?(')R;V'\j:;g
- @é—m .
. O ©) ( 4 FRONT
FLYING
| CABLE
VIEW A ~
FROM NS,
o B B C 1 6
HORIZONTAL CROSS ?
BRACING CABLE
CENTER SECTION

AIRCRAFT
FORWARD

BOTTOM FRAME,
FRONT CORNERS

AN3-22A BOLT, 8 PLACES
SAME AREA AS IN

AIRCRAFT VIEW (A) AT LEFT,
LEFT SEEN FROM FRONT BLUEBIRD M. SANDLIN

ULTRALIGHT APRIL 22

AIRPLANE 2021




