O O

FABRIC COVERING
ENVELOPE INCLUDES
TAIL BOOM TUBE ABOVE
VERTICAL STABILIZER

1/2 —»=

VIEW A SAME AREA AS VIEW A
FROM AT LEFT, IN PLANE OF
BBT12 RUDDER POST,

SEEN FROM REAR

TAIL SWEEP CABLE FROM
LOWER RIGHT WING
TAIL SWEEP CABLE FROM
LOWER LEFT WING

ELEVATOR CONTROL STOP, USE BIRCH DOWEL OR
NEOPRENE PLUG, SECURE WITH FLEXIBLE ADHESIVE SAME AREA AS AT FAR LEFT, IN PLANE OF

VERTICAL STABILIZER REAR SUPPORT SWEEP CABLE ANCHOR BOLT, SEEN FROM REAR
PLATE, FROM BBT14, ONE EACH SIDE

RUDDER HINGE
ASSEMBLY, USE
2 RUDDER HINGE

LEEVE, 1-3/8 X .058 X 7
° 38058 AN3-6A BOLT,
L oy 2 PLACES ——»=

AN3-20A BOLT, BRACKETS FROM

6 PLACES——={|| I3 BT
VERTICAL STABILIZER BRACKET,
1 EACH SIDE, FROM BBT12.
TAIL BOOM SWEEP CABLE, fi [ REPEAT THIS CORNER ASSEMBLY
SEE INSET AT RIGHT AT THE UPPER AND LOWER
i 5  FORWARD CORNERS OF THE

i U VERTICAL STABILIZER

SAME VIEW AS ABOVE,

SHOWING SUBSEQUENT SAME AREA AS AT LEFT,

ASSEMBLIES

IN PLANE OF RUDDER
POST, SEEN FROM REAR
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