LOWER BOOM
PULLEY BLOCK
SEEN FROM
ABOVE

LOWER ELEVATOR
CONTROL LINE

PASSES THROUGH

RIGHT PULLEY BLOCK,
THEN IS ROUTED AFT
DIRECTLY TO THE LOWER
ELEVATOR CONTROL HORN

UPPER ELEVATOR
CONTROL LINE
PASSES THROUGH
LEFT PULLEY BLOCK,
THEN IS ROUTED AFT
TO CROSS UNDER

THE UPPER TAIL BOOM
TUBE & PASS THROUGH
THE HORIZONTAL
STABILIZER PULLEY,
SEE BBA14

LINE IS SIMILAR

VIEW OF RUDDER CONTROL
HORN ASSEMBLY & LOWER

BOOM PULLEY BLOCKS

SEEN FROM ABOVE

UPPER ELEVATOR CONTROL LINE, SEE BBT21

RIGHT RUDDER CONTROL LINE
PER METHOD OF BBA7, LEFT

RUDDER IS IN MAXIMUM DEFLECTED
POSITION WHEN RUDDER STOP

ANGLE FIXTURE (SEE BBT3) IS

CONTACTING THE TAIL SKID BRACKET.

THIS CONTACT PRECLUDES
FURTHUR ROTATION

VIEW OF RUDDER CONTROL

HORN ASSEMBLY & ELEVATOR

(OUTLINE) SEEN FROM ABOVE

FULL RUDDER
DEFLECTION
35 TO 40 DEG,,
BOTH SIDES,
MUST CLEAR
ELEVATOR

SECTION & UPPER BOOM AIRCRAFT
i) “ TUBE SECTIONS SEEN FORWARD,
FROM ABOVE ALL VIEWS

VIEW OF HORIONTAL TAIL A

BBT22

REAR ENDS OF
CONTROL LINES
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