RUDDER UPPER HINGE
BOLT, SEE INSET AT RIGHT
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—+———RUDDER FROM BBT1, FABRIC COVERED
AS PER METHOD OF BBA10
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"ROM RUDDER _
IZER TO SEAL
LS. MAKE COVER ™
S OF INSIGNIA

APPLY GAP COVE
TO VERTICAL STA
GAP BETWEEN PA
FROM SMALL PAN
CLOTH, SEE INSET

RUDDER LOWE
BOLT, SEE INS

1-1/4 X 1/8,

ATTACH WITH
INSIGNIA CLOTH

L TRIM TAB, BALSA
WOOD SLAT 16 X
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DETAIL OF VERTICAL FABRIC GAP

COVER, SHOWN FROM ABOVE

RUDDER UPPER HINGE BOLT,
AN3-6 BOLT (DRILLED), WITH
AN310 CASTLE NUT

& COTTER PIN

TRIM ROUNDED ENDS OF
BRACKETS FOR CLEARANCE
FROM RUDDER EYEBOLT
FLANGE AS NEEDED

L RUDDER LOWER HINGE BOLT,
AN3-14 BOLT (DRILLED), WITH
AN310 CASTLE NUT

& COTTER PIN

VIEWS FROM RIGHT SIDE
OF RUDDER AXIS HINGE BOLTS

VERTICAL TAIL
PLANE ASSEMBLY

BLUEBIRD M SANDLIN
ULTRALIGHT MARCH 23
AIRPLANE 2022




