36

i — 1-1/4 | i 3 : 2-1/4 |
< SLEEVE, 7/8 X .049 X 3 ‘ ‘
= AT 3 TUBE ENDS ’ - 3/8 R, BOTH ENDS
VERTICAL STABILIZER,
UNCOVERED, SEEN d& o) o) @
FROM RIGHT

3/16 DIAM. HOLE,
5 PLACES

TAIL SKID & CORNER BRACKET, 3/4 X 1/8 ALUM.
BAR, 8-1/4 IN. LONG, SEE BBT14, MAKE 2

-

VERTICAL
- VERTICAL
STABISZER STABILIZER
REAR TUBE FORWARD TUBE, 12

(RUDDER POST), 1X.035 X 47-5/8 —m=

1X.035X43-1/4

SLEEVE,

7/8 X \

049 X8 ———=

RUDDER
EYEBOLT,
AN42B-12A,
2 PLACES

EREI S

1,4 PLACES
AT TUBE
ENDS

-

12

-

|

1-7/8 ] #
78 | #
] ||
VIEW A/ Y *
SEE INSET \ 3/8, 4 PLACES
ATRIGHT |° AT TUBE ENDS
| 3/16 DIAM. HOLE THROUGH
TUBE 11 PLACES INCLUDING
. 12-1/2 HOLES FOR EYE BOLTS.
I 3 |
\ o VIEW A, FROM MAIN DRAWING AT LEFT
- VERTICAL
NOTCH IN RIB,1 X 1/2, TO PASS B B I 1 1
TAIL SKID BUNGEE CORDS USE EPOXY/ FIBERGLASS TAPE LAYUP TO SEAL THE STABILIZER 1
OVER BOOM TUBE LOWER RIB BOTTOM SURFACE TO PREVENT THE FABRIC
DOPE FROM DISSOLVING THE FOAM CORE WHEN BLUEBIRD M SANDLIN
THE FABRIC COVERING IS APPLIED ULTRALIGHT NOVEMBER 19
AIRPLANE 2021




