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iSAND BLOCK TO NEAR
BARE TUBE, STREAMLINE CONTOUR
DIAMETER D SAND BLOCK TO FIT TUBE AND CEMENT IN PLACE. CEMENT
STYROFOAM BLOCK, 1/10 INCH WOODEN DOWEL TO REAR AS A TRAILING EDGE
1° THICK X 1-1/4 DIAM. GUIDE. USE EPOXY OR WHITE GORILLA GLUE.

WIDE

@]FLOW DIRECTION

FILL GAPS WITH LIGHT CONSTRUCTION SPACKLE, SAND TO
SMOOTH CONTOUR. PAINT OR COVER WITH INSIGNIA CLOTH.
TO COVER WITH DOPE AND FABRIC, FIRST COAT WITH
EPOXY TO SEAL STYROFOAM.

TYPICAL TUBE FAIRING, APPLY TO ALL EXPOSED ROUND TUBING THAT IS MORE THAN 45 DEGREES ACROSS THE WIND.

THIS CAN INCLUDE MAIN WING STRUTS, TAIL STRUTS, CENTER SECTION SIDE STRUTS, FRONT LANDING GEAR STRUTS, ETC.
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ASSEMBLED AIRCRAFT, SIMPLIFIED, SIDE VIEW FROM RIGHT. THIS IS A
COMPOSITE DRAWING, MADE FROM PARTS OF OTHER DRAWINGS. IT IS
INTENDED AS A NON-RIGOROUS RFERENCE OF RELATIVE POSITIONS.
MAIN WING STRUTS AND SOME WING INTERNAL STRUCTURE ARE

NOT SHOWN.
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