L] / RIGHT WHEEL AND STRUTS SEEN FROM FORWARD %
fia )

CENTER SECTION LOWER /
FRONT SPAR TUBE

LANDING GEAR SIDE STRUT TUBE,

1 X .035 X 37-3/4, FROM INSET BELOW.

MAKE A PAIR OF SIDE STRUT AND

WHEEL ASSEMBLIES,1 RIGHT & 1 LEFT

(MIRROR IMAGE)

3/16 1/8 DIAM.
DIAM. HOLE, 4
HOLE PLACES

SIDE STRUT OUTBOARD FIXTURE,
1/2 X 1/8 X 2-1/2 ALUM. BAR,

1/4 R ROUNDED ENDS, MAKE 4,
SEE INSET AT LEFT BELOW

AN3-10 BOLT,
SEE BBC13

AN3-6 BOLT

SIDE STRUT INBOARD FIXTURE, PART OF CENTER
SECTION LOWER FRAME, SEE BBC4

@ dEm |

s
AN3-14A BOLT,
2 PLACES
—— F 1/4 ’i -—— 3/8

|

SIDE STRUT OUTBOARD FIXTURES
FROM INSET AT RIGHT ABOVE

THREE VIEWS OF LANDING GEAR RIGHT
SIDE STRUT, SEE MAIN VIEW ABOVE

CENTER SECTION LOWER
RIGHT FRAME TUBE

RIGHT WHEEL AND STRUTS

SEEN FROM RIGHT

BMX BICYCLE WHEEL,
20 X 4-1/2 TIRE & TUBE,
KNOBBY TREAD TO REDUCE
THORN PENTRATION,
ALUMINUM ALLOY WHEEL
RIM (NOMINAL 1.75 TIRE
SIZE), 3/8 IN. DIAM. AXLE,
BICYCLE ANTI-PUNCTURE
SEALANT USED IF NEEDED.
USE ONE WHEEL PER SIDE

AN3-6 BOLT
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