HORIZONTAL TAIL ASSEMBLY FROM BBT10

VIEW B,
SEE BBT21 T

AN3-10A BOLT,
4 PLACES

TAIL STRUT, FROM INSET BELOW,
ONE PER SIDE. STRUTS ARE FAIRED
IN A MANNER SIMILAR TO THE

INTERPLANE STRUTS, SEE BBW17

TAIL STRUT FITTINGS, ONE PER SIDE, FROM
BBT14, USE A SINGLE AN3-14A BOLT THROUGH
THE RUDDER POST TUBE TO SECURE FITTINGS

SIMPLIFIED VIEW OF AREA AT LEFT,
SHOWING HORIZONTAL & VERTICAL
STABILZER, MOSTLY IN THE PLANE
OF THE TAIL STRUTS, SEEN FROM

REDUCED VIEW OF
BBT19 TAIL AREA

FORWARD
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TAIL STRUT BRACKET, FROM BBT14, SECURE WITH 4 L TAIL STRUT TUBE, ASSEMBLY 1
RIVETS, ONE BRACKET ON EACH END OF EACH STRUT 1/2 X .028 X 47-3/4 SLUESIRD 1 SANDLIN
TWO VIEWS OF TAIL STRUT ASSEMBLY, MAKE 2 STRUTS, SEE MAIN DRAWING ABOVE XngEIf\AL"\J%HT g(?z\qEMBER 26




