THE PARACHUTE IN ITS COVER BAG IS HELD IN AN UPRIGHT
POSITION BY SECURING IT WITH SHORT LENGTHS OF CONTROL
LINE THROUGH PAIRS OF SMALL HOLES DRILLED IN THE SEAT

I

LOWER CORNERS OR BACK OF THE COVER
BAG ARE TIED TO THE NOSE AIRFRAME TO
SECURE THE BAG AND PREVENT THE
BOTTOM OF THE PACKED PARACHUTE
FROM SWINGING OUTWARD

EMERGENCY PARACHUTE INSTALLATION
ON NOSE SECTION, VIEWED FROM RIGHT

EMERGENCY PARACHUTE DEPLOYMENT HANDLE (RIPCORD),
| LOCKED ONTO FRONT OF COVER BAG, MUST BE BE REACHABLE
BY THE SEATED PILIOT. (| PREFER THE HORIZONTAL HANDLE,
MOST ARE VERTICAL)

EMERGENCY PARACHUTE INSTALLATION ON NOSE
SECTION, SIMPLIFIED VIEW FROM FORWARD

PARACHUTE BRIDLE IS
SECURED AROUND MAIN
AIRFRAME STRUCTURE
WITH ONE OR TWO 3/16"
QUICKLINKS

EMERGENCY PARACHUTE
INSTALLATION ON NOSE
SECTION, SEAT SHOWN IN
OUTLINE, SEEN FROM ABOVE

BBN11

EMERGENCY
EMERGENCY PARACHUTE IN CONTAINER PARACH UTE

(SEE BBN12), SECURED TO NOSE AIRFRAME

USING SHORT LENGTHS OF CONTROL LINE. I N STAL LATl O N
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