SPACER ON BOLT, 1-1/8
IN. LONG, 2 PLACES *
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AN3-46A BOLT, 2 PLACES

SPACER ON BOLT, 1-1/4
IN. LONG, 2 PLACES

ROLLONG CLEARANCE BETWEEN
WHEEL SIDES AND LANDING GEAR
STRUTS CAN BE ESTABLISHED

BY SLIGHT MODIFICATIONS TO
THE DIMENSIONS OF THE LOWER
END FIXTURES (WHEEL AXLE
BRACKETS)

AN3-12A BOLT,
3 PLACES

SIDE STRUT EYEBOLT,
AN42B-12A, ONLY ON
INSIDE FORWARD
STRUTS, 2 TOTAL.
EYEBOLT CAN BE
SPACED OUT OR IN
WITH WASHERS FOR
FINE ALIGNMENT OF
WHEEL TO VERTICAL

o (—

O

FORWARD LANDING
GEAR STRUT ATTACH-
MENT BRACKET,
SAME AS ENGINE
MOUNT ATTACHMENT
BRACKET FROM BBC8
BUT WITHOUT BEND,
2 PLACES

l«— FORWARD LANDING
GEAR STRUT TUBE,

3/8

116 =
116 T
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3/16 HOLES IN
STRUT, 4 PLACES,
INSIDE OF STRUT
IS AT LEFT. USE
SAME HOLE
PATTERN FOR
ALL FOUR FRONT
STRUTS

UPPER END OF FRONT LANDING
GEAR STRUT, PART OF VIEW A
FROM BBC11

3/4 X .035 X 18-7/8,
MAKE 4

SIDE VIEW OF WHEEL STRUT

ASSEMBLY, SAME AREA AS
MAIN VIEW AT LEFT, SEEN
FROM INBOARD

WHEEL AXLE BRACKET

FROM BBC13,
2 PLACES
O
v
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BBC12

LANDING GEAR
FRONT STRUTS
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