PULLEY BAR ASSEMBLY,

SEE INSET AT RIGHT BELOW

VIEW A
FROM
BBN4

SAME AREA AS
ABOVE, VIEWED
FROM ABOVE

BBN4, 2
PLACES

THIS NOSE WHEEL IS ACTUALLY

A SKID BECAUSE IT DOES NOT
FREELY ROTATE. BRAKING EFFECT
IS PROVIDED BY A HEAVY RUB
BETWEEN THE SIDES OF THE TIRE
AND THE NOSE FRAME. (THE
GROUND BRAKE IS ALWAYS ON)

AN3-20A BOLT,
2 PLACES

NOSE WHEEL
FORWARD
STRUT, FROM

12 INCH DIAM. WHEEL, AIR OR
FOAM, PLASTIC SPOKES, ABOUT
1-3/4 IN. WIDE, 3/8 IN DIAM. AXLE

OFFSET CHANNEL, FROM
BBN2, 4 PLACES

C

NOSE WHEEL
AFT STRUT,
FROM BBN4,
2 PLACES

3/8 BICYCLE
AXLE NUT,
2 PLACES

SAME AREA AS AT LEFT,

VIEWED FROM FORWARD

3/16 DIAM. HOLE, 6 PLACES

MARINE PULLEY AS PER BBA?7,
(EXAMPLE: HARKEN SINGLE
MICRO 224), 2 PLACES

AN3-10A BOLT,
2 PLACES

PULLEY BAR 1/2 IN.
ASSEMBLY DIAM.
VIEWED WASHER
FROM RIGHT

PULLEY BAR ASSEMBLY
VIEWED FROM BELOW

3/4
TYP

(& & & 4 ¢
|

PULLEY BAR, 3/4 X 1X8 ALUM. BAR,

9-1/2 IN. LONG, 3/8 R BOTH ENDS,

FROM BBN1

NOSE WHEEL | siuesro
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